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NOTES

1. TOPOGRAPHIC AND BOUNDARY SURVEY PROVIDED BY STEWART, INC.,

DATED 12-02-2015.

2. PARCEL INFORMATION:

        PROPERTY OWNER: CENTER LINE DIGITAL, LLC

        DEED BOOK: 16383  PAGE: 00989

        PIN:  1703570766

3. PROPERTY IS LOCATED IN ZONES X (AREA DETERMINED TO BE OUTSIDE

THE O.2% ANNUAL CHANCE AND FUTURE 1% ANNUAL CHANCE

FLOODPLAIN) BASED ON THE FEMA  MAP NUMBER 3720170300J DATED MAY

2, 2006.

4. NO ONSITE STREAMS OR WETLANDS HAVE BEEN IDENTIFIED WITHIN THE

PROJECT OR PARCEL AS SHOWN.

5. THIS DRAWING IS NOT FOR RECORDATION.
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SUMMARY INFORMATION

DEVELOPMENT NAME: HQ 319 S. WEST

SITE ADDRESS: 319 S. WEST STREET

                             RALEIGH, NORTH CAROLINA 27603

PIN NUMBER:  1703-57-0766

TOTAL ACREAGE: 0.28 ACRES (12,197SF)

JURISDICTION: CITY OF RALEIGH

CURRENT ZONING DISTRICT: DX-5-SH

            DOWNTOWN MIXED-USE SHOP FRONT

EXISTING USE: COMMERCIAL

PROPOSED USE: OFFICE

BUILDING SETBACKS:

FRONT:3'

SIDE: 0'

REAR: 0'

BUILDING REQUIREMENTS:

MAXIMUM HEIGHT: 75'

MAXIMUM STORIES: 5 STORIES

PRE DEVELOPMENT IMPERVIOUS AREA (AC/SF): 0.265 AC/11,594 SF

PRE DEVELOPMENT IMPERVIOUS AREA (%): 94.6%

POST DEVELOPMENT IMPERVIOUS AREA (AC): 0.276 AC/12,048 SF

POST DEVELOPMENT IMPERVIOUS AREA (%): 98.8%

PARKING CALCULATIONS:

PARKING = 1 SPACE PER 150 SF GROSS FLOOR AREA

21,681 SF / 400 SF = 54 SPACES

EXISTING PARKING:

0 PARKING SPACES (0 ADA ACCESSIBLE, 0 VAN ACCESSIBLE)

PROPOSED PARKING:

54 PARKING SPACES PROVIDED OFFSITE

(2 ADA ACCESSIBLE, 0 VAN ACCESSIBLE)

PROPOSED BIKE PARKING:

SHORT TERM = 4 SPACES

LONG TERM    = 4 SPACES

OWNER/DEVELOPER:

CENTER LINE DIGITAL PROPERTIES, LLC

509 W. NINTH STREE

RALEIGH, NC 27603

ENGINEER:

CRUMPLER CONSULTING SERVICES, PLLC

CONTACT: JOSH CRUMPLER, PE

1008 WINONA ROAD

RALEIGH, NC 27609

(919) 413-1704
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SCALE: 1 INCH = 10 FEET

SEWER CONSTRUCTION NOTES

1. ALL SEWER SHALL BE LAID AT LEAST 10 FEET HORIZONTALLY FROM

ANY EXISTING OR PROPOSED WATER MAIN.

2. IF IT IS IMPOSSIBLE TO OBTAIN PROPER HORIZONTAL SEPARATION

AS DESCRIBED ABOVE OR ANYTIME THE SEWER IS OVER THE WATER

MAIN, BOTH THE WATER MAIN AND SEWER MUST BE CONSTRUCTION

OF FERROUS PIPE COMPLYING WITH PUBLIC WATER SUPPLY DESIGN

STANDARDS AND BE PRESSURE TESTED TO 150 PSI TO ASSURE

WATERTIGHTNESS BEFORE BACKFILLING.

3. ALL PIPE SLOPES SHALL CONFORM TO THE FOLLOWING MINIMUM

DESIGN CRITERIA:

PIPE DIAMETER MINIMUM SLOPE

(INCHES)          (FEET PER 100 FEET)

 6 0.60

 8 0.40

 12 0.22

 16 0.14

 18 0.12

 24 0.08

 30 0.06

 36 0.05

4. FOUR (4) FEET MINIMUM COVER SHALL BE PROVIDED FOR ALL

SEWERS UNLESS FERROUS MATERIAL PIPE IS SPECIFIED.

5. ALL MANHOLES SHALL HAVE A MINIMUM INSIDE DROP OF 0.2' FROM

INVERT IN TO INVERT OUT.

CROSSINGS

1. SEWERS CROSSING WATER MAINS SHALL BE LAID TO PROVIDE A

MINIMUM VERTICAL DISTANCE OF 18 INCHES BETWEEN THE OUTSIDE

OF THE WATER MAIN AND THE OUTSIDE OF THE SEWER. THE

CROSSING SHALL BE ARRANGED SO THAT THE SEWER JOINTS WILL

BE EQUIDISTANT AND AS FAR AS POSSIBLE FROM THE WATER MAIN

JOINTS.

2. A 24 INCH VERTICAL SEPARATION SHALL BE PROVIDED BETWEEN

STORM SEWER AND SANITARY SEWER LINES.

DEVIATIONS

1. DEVIATIONS FROM THE APPROVED PLANS WILL REQUIRE A

MODIFICATION TO THE PERMITTED SEWER FROM NCDEQ.

CERTIFICATION

1. FOLLOWING CONSTRUCTION OF THE SEWER, THE OWNER SHALL

PROVIDE TO THE ENGINEER A SURVEY OF THE CONSTRUCTED

SEWER, PERFORMED BY THE PROJECT SURVEYOR, WITH THE

FOLLOWING INFORMATION:

1.1. MANHOLE RIM ELEVATIONS

1.2. MANHOLE INVERT IN AND OUT ELEVATIONS

1.3. PIPE LENGTH

1.4. PIPE SLOPE

2. CERTIFICATION WILL NOT BE MADE FOR DEVIATIONS FROM THE

APPROVED PLANS, OR DEVIATIONS FROM THE NCDEQ MINIMUM

DESIGN CRITERIA.

UTILITY NOTES

1. DOMESTIC WATER SERVICE SHALL BE 2" SOFT 'K' COPPER.  FIRE LINE

SHALL BE 6" DIP.

2. FIRE DEPARTMENT CONNECTION SHALL BE 5" STORZ CONNECTOR

WITH A 30 DEGREE TURN DOWN AND A KNOX CAP. A KNOX BOX

SHALL BE PROVIDED.

3. SANITARY SEWER SERVICES SHALL BE 4" SDR 35 PVC.

4. NATURAL GAS SERVICES SHALL BE 2 

1

2

" PLASTIC PIPE.

5. WATER AND SANITARY SEWER SERVICES TO BE COORDINATED WITH

THE PLUMBING PLANS.

6. UNDERGROUND POWER LINE AND TELEPHONE LINE SHALL BE

PLACED IN A CONDUIT. IT IS ULTIMATELY THE CONTRACTOR'S

RESPONSIBILITY FOR THE CONDUIT INSTALLATION AND TRENCHING

AND THEY SHALL COORDINATE WITH THE LOCAL UTILITY SUPPLIER

FOR FEES AND REQUIREMENTS.

7. HYDRANTS SHOULD BE 18 INCHES FROM THE CENTERLINE OF THE

STEAMER CONNECTION TO FINISH GRADE. THIS INCLUDES

LANDSCAPING.

8. STREET VIEW OF HYDRANTS SHOULD NOT BE OBSTRUCTED FROM

VIEW BY LANDSCAPING OR OTHER UTILITIES FOR A 3' RADIUS

AROUND THE HYDRANT.

9. ALL LANDSCAPING AROUND THE HYDRANT SHOULD NOT OBSTRUCT

ACCESS TO THE HYDRANT.

WATER MAIN CONSTRUCTION NOTES

NCAC TITLE 15A, 18C SECTION .0906   RELATION OF WATER MAINS TO

SEWERS

1. LATERAL SEPARATION OF SEWERS AND WATER MAINS.  WATER

MAINS SHALL BE LAID AT LEAST 10 FEET LATERALLY FROM EXISTING

OR PROPOSED SEWERS, UNLESS LOCAL CONDITIONS OR BARRIERS

PREVENT A 10-FOOT LATERAL SEPARATION--IN WHICH CASE:

1.1. THE WATER MAIN IS LAID IN A SEPARATE TRENCH, WITH THE

ELEVATION OF THE BOTTOM OF THE WATER MAIN AT LEAST 18

INCHES ABOVE THE TOP OF THE SEWER; OR

1.2. THE WATER MAIN IS LAID IN THE SAME TRENCH AS THE SEWER

WITH THE WATER MAIN LOCATED AT ONE SIDE ON A BENCH OF

UNDISTURBED EARTH, AND WITH THE ELEVATION OF THE BOTTOM

OF THE WATER MAIN AT LEAST 18 INCHES ABOVE THE TOP OF THE

SEWER.

2. CROSSING A WATER MAIN OVER A SEWER.  WHENEVER IT IS

NECESSARY FOR A WATER MAIN TO CROSS OVER A SEWER, THE

WATER MAIN SHALL BE LAID AT SUCH AN ELEVATION THAT THE

BOTTOM OF THE WATER MAIN IS AT LEAST 18 INCHES ABOVE THE

TOP OF THE SEWER, UNLESS LOCAL CONDITIONS OR BARRIERS

PREVENT AN 18 INCH VERTICAL SEPARATION--IN WHICH CASE BOTH

THE WATER MAIN AND SEWER SHALL BE CONSTRUCTED OF

FERROUS MATERIALS AND WITH JOINTS THAT ARE EQUIVALENT TO

WATER MAIN STANDARDS FOR A DISTANCE OF 10 FEET ON EACH

SIDE OF THE POINT OF CROSSING.

3. CROSSING A WATER MAIN UNDER A SEWER.  WHENEVER IT IS

NECESSARY FOR A WATER MAIN TO CROSS UNDER A SEWER, BOTH

THE WATER MAIN AND THE SEWER SHALL BE CONSTRUCTED OF

FERROUS MATERIALS AND WITH JOINTS EQUIVALENT TO WATER

MAIN STANDARDS FOR A DISTANCE OF 10 FEET ON EACH SIDE OF

THE POINT OF CROSSING.  A SECTION OF WATER MAIN PIPE SHALL

BE CENTERED AT THE POINT OF CROSSING.

4. ALL WATER MAINS SHALL BE LAID AT LEAST 10 FEET HORIZONTALLY

FROM ANY EXISTING OR PROPOSED SEWER AND SHALL CONFORM

TO NCAC TITLE 15A, 18C SECTION .0906.

5. WATER MAINS SHALL BE INSTALLED WITH A MINIMUM COVER OF 3

FEET.  MAINS CROSSING STREAMS OR DITCHES SHALL HAVE A

MINIMUM COVER OF 2'. BE CONSTRUCTED OF DUCTILE IRON, AND

ENCASED IN CONCRETE.  REFER TO DESIGN PLANS OR CONSULT

WITH ENGINEER IF A DISCREPANCY EXISTS BETWEEN THESE NOTES

AND THE DESIGN PLANS.

6. CONSTRUCTION MATERIALS SHALL BE AS SPECIFIED BY THE

GOVERNING MUNICIPALITY.

7. EXISTING MAINS ARE SHOWN TO THE EXTENT POSSIBLE AND ARE

GENERALLY NOTED "APPROXIMATE LOCATION, DEPTH UNKNOWN".  IT

IS THE RESPONSIBILITY FOR THE CONTRACTOR TO ACCURATELY

LOCATE EXISTING FACILITIES BY DIGGING A TEST PIT TO VERIFY

EXISTING MAIN LOCATION, SIZE, DEPTH, AND MATERIAL.

8. THE CONTRACTOR SHALL OBTAIN A UTILITY LOCATION FOR ALL

UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION.  THE LOCATION

OF KNOWN UTILITIES IS SHOWN ON THE PLAN TO THE EXTENT

POSSIBLE.  ALL DISCREPANCIES SHALL BE NOTED AND DISCUSSED

WITH THE ENGINEER PRIOR TO CONSTRUCTION.

9. THE CONTRACTOR SHALL NOTIFY THE UTILITY OR GOVERNING

MUNICIPALITY PRIOR TO TAPPING ANY MAIN, TURNING ANY EXISTING

VALVES, OR BEGINNING CONSTRUCTION ON ANY SEGMENT OF THE

PROJECT.  A CURRENT COPY OF THE APPROVED DESIGN PLANS,

ENCROACHMENT AGREEMENTS, AND SPECIFICATIONS OF THE

UTILITY SHALL BE MAINTAINED ON SITE AT ALL TIMES.

10. MAIN LOCATIONS, VALVE LOCATIONS, HYDRANT LOCATIONS, AND

SERVICE LOCATIONS ARE SHOWN FOR ILLUSTRATIVE PURPOSES.

REFER TO STANDARD DETAIL FOR PRECISE LOCATION OF THESE

ITEMS.

11. A HYDRANT FLOW TEST, CONDUCTED WITHIN ONE (1) YEAR OF THE

PROPOSED CONSTRUCTION DATE, SHALL BE PERFORMED TO AID IN

BACKFLOW PREVENTION DEVICE DESIGN.

CROSSINGS

1. WATER MAINS CROSSING SEWERS SHALL BE LAID TO PROVIDE A

MINIMUM VERTICAL DISTANCE OF 18 INCHES BETWEEN THE BOTTOM

OF THE WATER MAIN AND THE TOP OF THE SEWER.  THE CROSSING

SHALL BE ARRANGED SO THAT THE WATER MAIN JOINTS WILL BE

EQUIDISTANT AND AS FAR AS POSSIBLE FROM  SEWER MAIN JOINTS.

2. A 12 INCH VERTICAL SEPARATION SHALL BE PROVIDED BETWEEN

STORM SEWER AND WATER MAINS .

CITY OF RALEIGH UTILITY NOTES

1. ALL MATERIALS & CONSTRUCTION METHODS SHALL BE IN

ACCORDANCE WITH CITY OF RALEIGH DESIGN STANDARDS, DETAILS

& SPECIFICATIONS (REFERENCE: CORPUD HANDBOOK, CURRENT

EDITION)

2. UTILITY SEPARATION REQUIREMENTS:

a. A DISTANCE OF 100’ SHALL BE MAINTAINED BETWEEN SANITARY

SEWER & ANY PRIVATE OR PUBLIC WATER SUPPLY SOURCE SUCH

AS AN IMPOUNDED RESERVOIR USED AS A SOURCE OF DRINKING

WATER. IF ADEQUATE LATERAL SEPARATION CANNOT BE

ACHIEVED, FERROUS SANITARY SEWER PIPE SHALL BE

SPECIFIED & INSTALLED TO WATERLINE

SPECIFICATIONS. HOWEVER, THE MINIMUM SEPARATION SHALL

NOT BE LESS THAN 25’ FROM A PRIVATE WELL OR 50’ FROM A

PUBLIC WELL.

b. WHEN INSTALLING WATER &/OR SEWER MAINS, THE HORIZONTAL

SEPARATION BETWEEN UTILITIES SHALL BE 10’. IF THIS

SEPARATION CANNOT BE MAINTAINED DUE TO EXISTING

CONDITIONS, THE VARIATION ALLOWED IS THE WATER MAIN IN A

SEPARATE TRENCH WITH THE ELEVATION OF THE WATER MAIN AT

LEAST 18” ABOVE THE TOP OF THE SEWER & MUST BE APPROVED

BY THE PUBLIC UTILITIES DIRECTOR. ALL DISTANCES ARE

MEASURED FROM OUTSIDE DIAMETER TO OUTSIDE DIAMETER.

c. WHERE IT IS IMPOSSIBLE TO OBTAIN PROPER SEPARATION, OR

ANYTIME A SANITARY SEWER PASSES OVER A WATERMAIN, DIP

MATERIALS OR STEEL ENCASEMENT EXTENDED 10’ ON EACH SIDE

OF CROSSING MUST BE SPECIFIED & INSTALLED TO WATERLINE

SPECIFICATIONS.

d. 5.0’ MINIMUM HORIZONTAL SEPARATION IS REQUIRED BETWEEN

ALL SANITARY SEWER & STORM SEWER FACILITIES, UNLESS DIP

MATERIAL IS SPECIFIED FOR SANITARY SEWER .

e. MAINTAIN 18” MIN. VERTICAL SEPARATION AT ALL

WATERMAIN & RCP STORM DRAIN

CROSSINGS; MAINTAIN 24” MIN. VERTICAL SEPARATION AT ALL

SANITARY SEWER & RCP STORM DRAIN CROSSINGS. WHERE

ADEQUATE SEPARATIONS CANNOT BE ACHIEVED, SPECIFY DIP

MATERIALS & A CONCRETE CRADLE

HAVING 6” MIN. CLEARANCE (PER CORPUD DETAILS W-41 & S-49)

f. ALL OTHER UNDERGROUND UTILITIES SHALL CROSS

WATER & SEWER FACILITIES WITH 18” MIN. VERTICAL SEPARATION

REQUIRED.

3. ANY NECESSARY FIELD REVISIONS ARE SUBJECT TO REVIEW &

APPROVAL OF AN AMENDED PLAN &/OR PROFILE BY THE CITY OF

RALEIGH PUBLIC UTILITIES DEPARTMENT PRIOR TO CONSTRUCTION.

4. CONTRACTOR SHALL MAINTAIN CONTINUOUS WATER & SEWER

SERVICE TO EXISTING RESIDENCES & BUSINESSES THROUGHOUT

CONSTRUCTION OF PROJECT. ANY NECESSARY SERVICE

INTERRUPTIONS SHALL BE PRECEDED BY A 24 HOUR ADVANCE

NOTICE TO THE CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT.

5. 3.0’ MINIMUM COVER IS REQUIRED ON ALL WATER MAINS & SEWER

FORCEMAINS. 4.0’ MINIMUM COVER IS REQUIRED ON ALL REUSE

MAINS.

6. IT IS THE DEVELOPER’S RESPONSIBILITY TO ABANDON OR REMOVE

EXISTING WATER & SEWER SERVICES NOT BEING USED IN

REDEVELOPMENT OF A SITE UNLESS OTHERWISE DIRECTED BY THE

CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT. THIS INCLUDES

ABANDONING TAP AT MAIN & REMOVAL OF SERVICE FROM ROW OR

EASEMENT PER CORPUD HANDBOOK PROCEDURE.

7. INSTALL 2” COPPER WATER SERVICES WITH METERS LOCATED AT

ROW OR WITHIN A 2’X2’ WATERLINE EASEMENT IMMEDIATELY

ADJACENT. NOTE: IT IS THE APPLICANT’S RESPONSIBILITY TO

PROPERLY SIZE THE WATER SERVICE FOR EACH CONNECTION TO

PROVIDE ADEQUATE FLOW & PRESSURE.

8. INSTALL 4” PVC SEWER SERVICES @ 1.0% MINIMUM GRADE WITH

CLEANOUTS LOCATED AT ROW OR EASEMENT LINE & SPACED EVERY

75 LINEAR FEET MAXIMUM.

9. PRESSURE REDUCING VALVES ARE REQUIRED ON ALL WATER

SERVICES EXCEEDING 80 PSI; BACKWATER VALVES ARE REQUIRED

ON ALL SANITARY SEWER SERVICES HAVING BUILDING DRAINS

LOWER THAN 1.0’ ABOVE THE NEXT UPSTREAM MANHOLE.

10. ALL ENVIRONMENTAL PERMITS APPLICABLE TO THE PROJECT MUST

BE OBTAINED FROM NCDWQ, USACE &/OR FEMA FOR ANY RIPARIAN

BUFFER, WETLAND &/OR FLOODPLAIN IMPACTS (RESPECTIVELY)

PRIOR TO CONSTRUCTION.

11. NCDOT / RAILROAD ENCROACHMENT AGREEMENTS ARE REQUIRED

FOR ANY UTILITY WORK (INCLUDING MAIN EXTENSIONS & SERVICE

TAPS) WITHIN STATE OR RAILROAD ROW PRIOR TO CONSTRUCTION.

12. GREASE INTERCEPTOR / OIL WATER SEPARATOR SIZING

CALCULATIONS & INSTALLATION SPECIFICATIONS SHALL BE

APPROVED BY THE CORPUD FOG PROGRAM COORDINATOR PRIOR

TO ISSUANCE OF A BUILDING PERMIT. CONTACT TIM BEASLEY AT

(919) 996-2334 OR timothy.beasley@raleighnc.gov FOR MORE

INFORMATION.

13. CROSS-CONNECTION CONTROL PROTECTION DEVICES ARE

REQUIRED BASED ON DEGREE OF HEALTH HAZARD INVOLVED AS

LISTED IN APPENDIX-B OF THE RULES GOVERNING PUBLIC WATER

SYSTEMS IN NORTH CAROLINA. THESE GUIDELINES ARE THE

MINIMUM REQUIREMENTS. THE DEVICES SHALL MEET AMERICAN

SOCIETY OF SANITARY ENGINEERING (ASSE) STANDARDS OR BE ON

THE UNIVERSITY OF SOUTHERN CALIFORNIA APPROVAL LIST. THE

DEVICES SHALL BE INSTALLED AND TESTED (BOTH INITIAL AND

PERIODIC TESTING THEREAFTER) IN ACCORDANCE WITH THE

MANUFACTURER'S RECOMMENDATIONS OR THE LOCAL

CROSS-CONNECTION CONTROL PROGRAM, WHICHEVER IS MORE

STRINGENT. CONTACT JOANIE HARTLEY AT (919) 996-5923 OR

joanie.hartley@raleighnc.goc FOR MORE INFORMATION

6" FORCE MAIN SLEEVE

WITH HANDHOLES

(INSTALLED BY OTHERS)

6" WATERLINE SERVICE

(INSTALLED BY OTHERS)

PROPOSED WATER MAIN

PROP. 6" WATERLINE SERVICE

PROP. 4" PVC

SCHEDULE 80 FORCE MAIN

PROP. 4" PVC

SCHEDULE 80 FORCE MAIN

(INSTALLED IN SLEEVE

PROVIDED BY OTHERS)

PROP. SANITARY SEWER PUMP

STATION WITH SECURED HATCHES

FOR ACCESS AND MAINTENANCE.

TWO MYERS WGL 20 PUMPS TO

SERVICE 2" PVC FORCEMAIN

(SEE DETAIL SHEETS FOR DETAILS)

PROP. 2" DOMESTIC WITH 2" RPZ BACKFLOW

ASSEMBLY IN BUILDING FROM APPROVED

CITY OF RALEIGH ASSEMBLIES LIST

(COORDINATE WITH MEP DRAWINGS)

PROP. 6" DOMESTIC WITH 6" RPZ BACKFLOW

ASSEMBLY IN BUILDING FROM APPROVED

CITY OF RALEIGH ASSEMBLIES LIST

(COORDINATE WITH MEP DRAWINGS)

PROP. FDC WITH SIGN

PROP. 2" WATERLINE METER VAULT

LIFT STATION NOTE

CONTRACTOR TO COORDINATE ELEVATIONS OF LIFT STATION WITH

PLUMBING PLANS. ADDITIONAL DEPTH IN BASIN MAY BE REQUIRED IF

SEWER ELEVATION IS DEEPER THAN INVERT IN OF LIFT STATION.
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SCALE: 1 INCH = 10 FEET

PROPOSED RETAINING WALL

PROPOSED HARDSCAPE

(TO BE DETERMINED)

PROPOSED HARDSCAPE

(TO BE DETERMINED)

PROPOSED UNDERSTORY TREE

PER CITY OF RALEIGH UDO STANDARDS

(TYP.)

LANDSCAPING NOTES

1. ALL DISTURBED AREAS NOT OCCUPIED BY STRUCTURES, PAVING OR

PLANTINGS SHALL BE SEEDED AND WATERED.

2. SEE DETAIL SHEETS FOR SEEDING SCHEDULE.

3. TWO LAYERS OF WEED BARRIER MADE FROM FIBERGLASS AND ULTRA-VIOLET

LIGHT RESISTANT MATERIAL SHALL BE PLACED UNDER ALL PLANTING BEDS

PRIOR TO MULCHING.

4. ALL TREE PLANTINGS SHALL BE MULCHED WITH 3" CLEAN, BARK MULCH.

5. A MINIMUM OF FOUR INDIVIDUAL SOIL SAMPLES SHALL BE TAKEN

THROUGHOUT THE SITE FOR OVERALL SOIL ANALYSIS.

6. MINIMUM TOPSOIL DEPTH SHALL BE 4" IN LAWN AREAS AND 12" IN

LANDSCAPED AREAS. CONTRACTOR TO UTILIZE ALL ONSITE TOPSOIL.

CONTRACTOR SHALL SUPPLY ADDITIONAL TOPSOIL AT NO ADDITIONAL COST

TO OWNER IF EXISTING TOPSOIL IS NOT SUFFICIENT TO MEET THE NEEDS OF

THIS PROJECT.

7. ALL PLANTING AREAS TO RECEIVE 1 CY OF SOIL CONDITIONER FOR EACH 75

SF OF PLANT BED AREA.  ACCEPTABLE SOIL CONDITIONERS SHALL BE

PULVERIZED PINE BARK, PEAT MOSS OR SHREDDED/COMPOSTED LEAVES.

8. CONTRACTOR TO FIELD VERIFY LOCATION OF EXISTING UTILITIES BEFORE

BEGINNING OF GRADING AND LANDSCAPE INSTALLATION.

9. CONTRACTOR TO VERIFY QUANTITIES OF PLANTINGS AS SHOWN.  PLANTINGS

INDICATED ON PLANS SHALL PREVAIL OVER QUANTITIES INDICATED IN PLANT

LIST IF DISCREPANCIES ARISE.

10. ALL PLANTS ARE TO BE THOROUGHLY "WATERED IN" THE SAME DAY AS

PLANTED.

11. THE PLANT HOLE WIDTH SHALL BE A MINIMUM THREE TIMES  THE DIAMETER

OF THE ROOT BALL.

12. REMOVE BURLAP FROM TOP OF ROOT BALL BEFORE BACKFILLING AROUND

BALL IS COMPLETED.

13. ALL TREES WHICH ARE SMOOTH BARKED AT THE TIME OF PLANTING AND HAVE

MORE THAN 2' OF ALL TREE WRAPPING SHALL EXTEND FROM THE TOP OF THE

BACKFILL TO THE LOWERMOST TREE BRANCHES.

14. ALL TREES, WHEN PLANTED, SHALL HAVE THE SAME RELATIONSHIP TO

FINISHED GRADE AS TO THE GRADING PLAN.

15. LANDSCAPING SHOWN MEETS REQUIREMENTS.

16. ALL ADDITIONAL LANDSCAPING SHALL BE PER OWNER.

17. ALL LANDSCAPING SHALL BE GUARANTEED FOR ONE (1) YEAR AFTER FINAL

ACCEPTANCE. ANY PLANTINGS NEEDING REPLACEMENT WILL BE

GUARANTEED FROM THE TIME OF REPLACEMENT IF AFTER FINAL

ACCEPTANCE.
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