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CAC:

Drainage Basin:
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Units / Sq. ft.:
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Central
Rocky Branch
0.73
259 / 260,890

0 600300 Feet

Planner:
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Applicant:
Phone:

Justin Rametta
(919) 996-2665
Mark Phillips
919-821-3950

¯HILTON GARDEN INN & HOMEWOOD SUITES
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CONSTRUCTION LIMITS

1. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL LOCAL AND STATE
PERMITS REQUIRED FOR DEMOLITION WORK.

2. THE CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE OWNER
AND/OR ENGINEER FOR ANY AND ALL INJURIES AND/OR DAMAGES TO
PERSONNEL, EQUIPMENT AND/OR EXISTING FACILITIES IN THE DEMOLITION
AND CONSTRUCTION DESCRIBED IN THE PLANS AND SPECIFICATIONS.

3. EXISTING CONDITIONS AS DEPICTED ON THESE PLANS ARE GENERAL AND
ILLUSTRATIVE IN NATURE AND DO NOT INCLUDE MECHANICAL,
ELECTRICAL AND MISCELLANEOUS STRUCTURES. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO EXAMINE THE SITE AND BE
FAMILIAR WITH EXISTING CONDITIONS PRIOR TO BIDDING ON THE
DEMOLITION WORK FOR THIS PROJECT.  IF CONDITIONS ENCOUNTERED
DURING EXAMINATION ARE SIGNIFICANTLY DIFFERENT THAN THOSE
SHOWN, THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY.

4. ALL EXISTING ABOVE AND BELOW GROUND STRUCTURES WITHIN THE
LIMITS OF NEW CONSTRUCTION SHALL BE RAZED UNLESS NOTED
OTHERWISE WITHIN THIS CONSTRUCTION SET, ARCHITECTURAL PLANS
AND/OR PROJECT SPECIFICATIONS. THIS INCLUDES FOUNDATION SLABS,
WALLS, AND FOOTINGS.

5. ALL DEMOLITION WASTE AND CONSTRUCTION DEBRIS SHALL BE REMOVED
BY THE CONTRACTOR AND DISPOSED OF IN A STATE APPROVED WASTE
SITE AND IN ACCORDANCE WITH ALL LOCAL AND STATE CODES AND
PERMIT REQUIREMENTS.

6. ALL UTILITY REMOVAL, RELOCATION, CUTTING, CAPPING AND/OR
ABANDONMENT SHALL BE COORDINATED WITH THE APPROPRIATE UTILITY
COMPANY.

7. THE BURNING OF CLEARED MATERIAL AND DEBRIS SHALL NOT BE
ALLOWED UNLESS CONTRACTOR GETS WRITTEN AUTHORIZATION FROM
THE LOCAL AUTHORITIES.

8. MUNICIPAL AND UTILITY CONTACTS ARE LISTED ON COVER SHEET C-0.0.

9. EROSION AND SEDIMENTATION CONTROL MEASURES AROUND AREAS OF
DEMOLITION SHALL BE INSTALLED PRIOR TO INITIATION OF DEMOLITION
ACTIVITIES.

10.ASBESTOS OR HAZARDOUS MATERIALS, IF FOUND ON SITE, SHALL BE
REMOVED BY A LICENSED HAZARDOUS MATERIALS CONTRACTOR.
CONTRACTOR SHALL NOTIFY OWNER IMMEDIATELY IF HAZARDOUS
MATERIALS ARE ENCOUNTERED.

11.CONTRACTOR SHALL PROTECT ALL CORNER PINS, MONUMENTS,
PROPERTY CORNERS, AND BENCHMARKS DURING DEMOLITION ACTIVITIES.
IF DISTURBED, CONTRACTOR SHALL HAVE DISTURBED ITEMS RESET BY A
LICENSED SURVEYOR AT NO ADDITIONAL COST TO THE OWNER.

12.CONTRACTOR SHALL ADHERE TO ALL LOCAL, STATE, FEDERAL, AND
OSHA REGULATIONS WHEN OPERATING DEMOLITION EQUIPMENT AROUND
UTILITIES.

13.CONTRACTOR SHALL PROTECT AT ALL TIMES ADJACENT STRUCTURES
AND ITEMS FROM DAMAGE DUE TO DEMOLITION ACTIVITIES.

14.DEMOLITION CONTRACTOR SHALL COORDINATE EXISTING FACILITIES
UTILITY DISCONNECTS WITH THE HILTON GARDEN INN CONSTRUCTION
REPRESENTATIVE A MINIMUM 7 DAYS PRIOR TO ANTICIPATED DEMOLITION
OF STRUCTURES.

15.ALL DEMOLITION WORK SHALL BE PERFORMED WITH "DUE CARE AND
DILIGENCE" SO AS TO PREVENT THE ARBITRARY DESTRUCTION OR
INTERRUPTION OF CONCEALED UTILITIES WHICH ARE INTENDED TO
REMAIN IN USE AND THE ROUTING OF WHICH COULD NOT BE
PREDETERMINED UNTIL DEMOLITION WAS STARTED.  ALL SUCH
DISCOVERIES OF UTILITIES DURING THE DEMOLITION PROCESS WHICH ARE
IN A LOCATION DIFFERENT FROM THAT INDICATED OR ARE UNIDENTIFIED,
SHALL BE REPORTED TO THE OWNER, ENGINEER AND ARCHITECT BEFORE
REMOVAL FOR FINAL DISPOSITION.

16.ALL UTILITIES OR STRUCTURES NOT DESIGNATED FOR REMOVAL OR
MODIFICATION ARE TO REMAIN AND BE PROTECTED FROM DAMAGE.

17.SAW CUT AND REMOVE ASPHALT PAVEMENT, CONCRETE SIDEWALK AND
CURB AND GUTTER TO LIMITS OF DISTURBANCE AS REQUIRED BY
SPECIFICATIONS.  SAW CUT EXISTING PAVEMENT, CURB AND GUTTER,
SIDEWALK, ETC. TO PROVIDE STRAIGHT AND UNIFORM LINE FOR REMOVAL.
EXISTING PAVEMENT, CURB AND GUTTER, SIDEWALK, ETC. NOT INDICATED
FOR REMOVAL, WHICH IS DAMAGED DURING DEMOLITION/CONSTRUCTION,
SHALL BE REPAIRED OR REPLACED TO MATCH ORIGINAL CONDITION.

18.SALVAGEABLE FILL MATERIALS FROM SITE DEMOLITION DETERMINED TO
BE ACCEPTABLE BY AN INDEPENDENT SOILS TESTING LABORATORY SHALL
BE UTILIZED FOR FILL MATERIAL WHERE APPROPRIATE.

19.ANY NOTE, OR REFERENCE TO ANY ELEMENT, WHICH DOES NOT SPECIFY
ACTION BY THE CONTRACTOR SHALL BE CONSTRUED AS INFORMATION
ONLY.

20.ALL PIPE REPLACEMENT WORK, WHEN REQUIRED BY PIPE DEPTHS AND
EXCAVATION, SHALL BE PERFORMED WITH THE USE OF TRENCH BOXES.
ALL EXCAVATIONS, UTILITY AND GRADING WORK, SHALL BE IN
ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL RULES AND
REGULATIONS.

21.THE GENERAL CONTRACTOR SHALL PROVIDE ALL SAFETY AND
SECURITY FENCING, BARRIERS, PROTECTION MATERIAL AND METHODS AS
REQUIRED TO COMPLETE ANY OFF SITE WORK IN A SAFE AND TIMELY
MANNER.

22.CONTRACTORS ABANDONING WATER SERVICES SHALL REMOVE THE
ENTIRE SERVICE, INCLUDING THE CORPORATION COCK, AND INSERT A
PLUG IN THE MAIN.  WATER SERVICE TO BE REMOVED FROM MAIN TO THE
RIGHT-OF-WAY LINE.  WHEN PLUGGING THE LINE IS NOT AVAILABLE, THE
CORPORATION COCK MAY BE TURNED OFF, CAPPED, AND SURROUNDED w/
ONE CUBIC FOOT OF CONCRETE.  ALL REMAINING PORTIONS OF THE
SERVICE SHALL BE REMOVED FROM THE MAIN TO THE RIGHT-OF-WAY LINE
AND SHALL BE DISPOSED OF PROPERLY.  WATER MAIN ABANDONMENT
MUST BE PERFORMED IN ACCORDANCE w/ A PLAN APPROVED BY THE PUD.
SERVICE AND MAIN ABANDONMENT REQUIRE INSPECTION BY THE PUBLIC
WORKS DEPARTMENT AT 919-890-0330.

23.ABANDONMENT OF SANITARY SEWER SERVICE LINES SHALL CONSIST OF
EXCAVATING DOWN TO THE SERVICE CONNECTION TO THE MAIN,
REMOVING THE SADDLE AND REPLACING THE SADDLE w/ A 360 DEGREE
STAINLESS STEEL SLEEVE.  THE REMAINING PORTION OF THE SEWER
SERVICE SHALL BE REMOVED FROM THE MAIN TO THE RIGHT-OF-WAY OR
PUBLIC SANITARY SEWER EASEMANT LINE AND SHALL BE DISPOSED OF
PROPERLY.  ALL CLEAN-OUT RISERS ON THE SERVICE LINE SHOULD BE
REMOVED.  THE SERVICE LINE CAN BE ABANDONED IN PLACE.

24.ALL ASBESTOS-CONTAINING MATERIAL IN OR ON THE EXISTING
BUILDING SHALL BE PERMITTED AND REMOVED IN ACCORDANCE WITH ALL
LOCAL, STATE AND FEDERAL GUIDELINES AS REQUIRED.

25.CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS
CONSTRUCTION SET FOR OTHER PERTINENT INFORMATION.

DEMOLITION NOTES:

SURVEY NOTES:

1. HORIZONTAL DATUM IS NAD 83/2011 (VRS).

2. VERTICAL DATUM IS  NAVD 88 VIA. VRS OBSERVATIONS.

3. ALL DISTANCES ARE HORIZONTAL GROUND DISTANCES.

4. COORDINATE METHOD USE TO DETERMINE AREA.

5. UNDERGROUND UTILITIES SHOWN FROM PAINT MARKS BY OTHERS.

6. NONE LOCATED OUTSIDE LIMITS OF TOPOGRAPHIC / LOCATION
SURVEY AREA.

7. THIS PROPERTY IS NOT WITHIN AN FEMA FLOOD ZONE BASED ON
FEMA MAP # 3720170300J EFFECTIVE DATED MAY 2, 2006.

8. WETLAND AREAS HAVE NOT BEEN DETERMINED BY APPROPRIATE
AUTHORITIES AND MAT BE PRESENT ON SITE.

9. THIS PROPERTY IS SUBJECT TO ALL EASEMENTS AND
RESTRICTIONS OF RECORD THAT A TITLE SEARCH MAY DISCOVER.

(W)  - WATER LINE
(G)  - GAS LINE
(SS)  - SANITARY SEWER PIPE
(SD)  - STORM DRAIN PIPE

(FO)  - FIBER OPTIC LINE
(OHE) - OVERHEAD ELECTRIC LINE

(RCP)  - REINFORCED CONCRETE PIPE

SURVEY LEGEND:
ABBREVIATIONS:

(UE)  - UNDERGROUND ELECTRIC LINE
(DIP)   - DUCTILE IRON PIPE

(PP)  - POWER POLE

SYMBOLS:

T

E
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S EX. SANITARY SEWER MAN HOLE

EX. STORMWATER MAN HOLE

EX. GAS VALVE

EX. FIBER OPTIC BOX

EX. ELECTRIC BOX

EX. WATER METER

EX. WATER VALVE

EX. FIRE HYDRANT

EX. WELL

EX. LIGHT POLE

EX. POWER POLE

EX. PARKING METER

EX. PROPERTY CORNER
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EX. SIGN

EX. CONTROL NAIL

STRUCTURE TO BE REMOVED

LEGEND

TREE TO BE REMOVED

ASPHALT TO BE REMOVED

BUILDINGS TO BE REMOVED

CONCRETE / WALK TO BE REMOVED

STRUCTURE TO BE REMOVED

GRAVEL TO BE REMOVED

FOR REVIEW ONLY
NOT FOR CONSTRUCTION
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NOTE(s):  ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH ALL CITY OF 
RALEIGH AND NCDOT STANDARDS AND SPECIFICATIONS.

CONSTRUCTION LIMITS
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FOR REVIEW ONLY
NOT FOR CONSTRUCTION

SITE DATA TABLE
APPLICANT/ OWNER:

PIN(s):

EXISTING ZONING:

WATERSHED
OVERLAY:

FLOODPLAIN
DATA:

EXISTING LAND USE:

PROPOSED LAND USE:

PARKING:

RALEIGH PROPERTY, INC.
2011 VEASLEY STREET
GREENSBORO, NC 27407
(P) 336.855.0013

1703-67-0565

DOWNTOWN MIXED USE  (DX-20-SH)

AUTOMOTIVE SERVICE GARAGE

259 ROOM HOTEL w/ PARKING DECK

NONE

THE PROPERTY IS NOT LOCATED IN A SPECIAL FLOOD
HAZARD ZONE.  IT IS LOCATED IN ZONE "X" AS DEFINED
BY FEMA FIRM COMMUNITY PANEL #3720170300J
DATED MAY 2, 2006.

PROPOSED
GROSS FLOOR AREA:

EXISTING
IMPERVIOUS AREA:

PROPOSED
IMPERVIOUS AREA:

BUILDING SETBACKS: 0' PRIMARY STREET, 0'  SIDE STREET, 0' REAR, 6'
WEST SIDE, 5' REAR ALLEY

HOTEL = 11,188 SF
PARKING =  11,408 SF
BAR =  1,810 SF
TOTAL GFA =  260,890 SF

ON SITE- 31,799 SF / OFF SITE- 758 SF / TOTAL-32,557 SF

ON SITE - 30,052 SF

ADDITIONAL
OVERLAY: NONE

RIVERBASIN: UPPER NEUSE

HOTEL / MOTEL:

VEHICLE PARKING:
ONE HALF SPACE PER ROOM OR BEDROOM.
TOTAL NUMBER OF LODGING UNITS = 259

VEHICLE PARKING SPACES REQUIRED = 259 / 2= 130
VEHICLE PARKING SPACES PROVIDED = 139
(INCL. 5 HANDICAP w/1VAN ACCESSIBLE SPACE)

BICYCLE PARKING:
ONE  SPACE PER 20 ROOMS OR BEDROOMS.
TOTAL NUMBER OF LODGING UNITS = 259

VEHICLE PARKING SPACES REQUIRED = 259 / 20= 13
VEHICLE SPACES PROVIDED = 16 (8 BICYCLE RACKS)

LOT AREA: 0.73 ACRES

DRAINAGE BASIN: ROCKY BRANCH

1. ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH ALL CITY OF
RALEIGH AND NCDOT STANDARDS AND SPECIFICATIONS.

2. ALL DIMENSIONS ARE TO EDGE OF PAVEMENT, EDGE OF SIDEWALK, FACE OF
CURB, CENTERLINE OF COLUMN AND FACE OF BUILDING WALL, UNLESS
OTHERWISE NOTED.  ALL RADII DIMENSIONS TO BACK OF CURB.

3. ALL PAINT STRIPING, PAVEMENT MARKINGS, AND SIGNAGE SHALL
CONFORM TO THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" OR
AS REQUIRED IN SPECIFICATIONS.

4. ALL STRIPING SHALL BE 4" WIDE UNLESS NOTED OTHERWISE.

5. ALL RADII TO BE 3'-5" BOC UNLESS OTHERWISE NOTED.

6. ALL LANDSCAPED ISLANDS SHALL HAVE RAISED CURB AND GUTTERING.

7. ALL PLANS AND CONSTRUCTION DETAILS MUST MEET THE CURRENT
SPECIFICATIONS OF THE CITY OF RALEIGH.

8. VERIFY ALL SETBACKS WITH LOCAL CODES.

9. A SEPARATE PERMIT AND APPROVAL IS REQUIRED FOR SIGNS.

10. ALL CURB RAMPS SHALL HAVE A DETECTABLE WARNING COMPLYING WITH
SECTIONS 4.7.7 AND 4.29.2 OF THE ADA ACCESSIBILITY GUIDELINES
(ADAAG).

11. WITHIN THE SIGHT TRIANGLES SHOWN ON THIS PLAN, NO OBSTRUCTION
BETWEEN TWO (2) FEET AND EIGHT (8) FEET IN HEIGHT ABOVE THE
CURBLINE ELEVATION OR THE NEAREST TRAVELED WAY, IF NO CURBING
EXISTS.

12. GENERAL CONTRACTOR TO REFER TO THE MOST CURRENT HILTON GARDEN
INN ARCHITECTURAL PLANS FOR THE EXACT LOCATION OF UTILITY
ENTRANCES, BUILDING DIMENSIONS, ROOF LEADERS, EXIT DOORS AND EXIT
RAMPS.

13. CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS FOR THE
INSTALLATION OF TRAFFIC SIGNAGE AND PAVEMENT MARKINGS AS SHOWN
ON THE CONSTRUCTION PLANS.

14. ALL NON-LANDSCAPED ISLANDS SHALL BE PAINTED WITH STRIPES 4" WIDE,
AT 45° AND 2 FEET O.C.

15. CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS CONSTRUCTION
SET FOR OTHER PERTINENT INFORMATION.

16. DETECTABLE WARNINGS ARE REQUIRED AT ANY CROSSWALK, OR ISLAND
CUT THRU, WHERE THERE IS NOT CHANGE IN ELEVATION (I.E. RAMP NOT
PROVIDED).

17. MINUMUM CORNER CLEARANCE FROM CURB LINE OF INTERSECTION
STREETS SHALL BE AT LEAST (20) FEET FROM POINT OF TANGENCY.

18.  ALL HVAC UNITS MUST BE SCREENED FROM THE PUBLIC ROW.

LAYOUT NOTES

1. THE CONTRACTOR SHALL CONDUCT THE WORK IN A SAFE MANNER AND
WITH A MINIMUM AMOUNT OF INCONVENIENCE TO TRAFFIC.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TRAFFIC CONTROL AND
SHALL ADHERE TO THE PROVISIONS OF THE MUTCD (MOST CURRENT
EDITION).

3. NO WORK OR BLOCKAGE OF EXISTING THROUGH TRAFFIC LANES SHALL
OCCUR DURING THE  TRAFFIC HOURS OF 7AM - 9AM AND 4PM - 6PM, MONDAY
THROUGH FRIDAY. THE CONTRACTOR MUST OBTAIN A LANE-CLOSURE
PERMIT FOR ANY WORK WHICH REQUIRES THE CLOSURE OF A TRAVEL LANE.
PLEASE CONTACT THE CITY PUBLIC WORKS DEPARTMENT -
TRANSPORTATION OPERATIONS DIVISION AT (919) 996-3030 FOR LANE
CLOSURES AT LEAST 48 HOURS IN ADVANCE AND FOR STREET CLOSURES,
AT LEAST 2 WEEKS IN ADVANCE. PROVIDE EXACT LOCATION, CROSS STREET,
DATES FOR LANE CLOSURE, CONTACT PERSON AND FAX NUMBER.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE
INSPECTIONS DEPARTMENT AT (919) 996-2500 TO OBTAIN A STREET CUT
PERMIT AND UTILITY CONNECTION PERMIT.

5. PRIOR TO CONSTRUCTION BEGINNING, ALL SIGNAGE AND TRAFFIC CONTROL
SHALL BE IN PLACE.

6. THE CONTRACTOR SHALL HAVE A COMPLETE SET OF CONTRACT
DOCUMENTS AS WELL AS ALL APPROVALS AND EASEMENTS ON THE JOB
SITE AT ALL TIMES.

7. THE CONTRACTOR SHALL REPAIR ALL DRIVEWAYS, DRIVEWAY PIPES, CURB
AND GUTTER, SIDEWALKS AND STREETS TO EXISTING CONDITION OR
BETTER.

8. ALL SIDEWALKS MUST BE ACCESSIBLE TO PERSONS WHO ARE BLIND, HAVE
LOW VISION AND PEOPLE WITH MOBILITY DISABILITIES. PEDESTRIAN
EXISTING ROUTES AND ALTERNATE PEDESTRIAN ROUTES DURING
CONSTRUCTION WILL BE REQUIRED TO BE COMPLIANT WITH THE PUBLIC
RIGHTS OF WAY ACCESSIBILITY GUIDELINES (PROWAG), 2010 ADA
STANDARDS FOR ACCESSIBLE DESIGN AND THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD).

CONSTRUCTION NOTES:

NOTE(s):  ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH ALL CITY OF 
RALEIGH AND NCDOT STANDARDS AND SPECIFICATIONS.
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1. THIS PROJECT IS CONSIDERED A LEVEL 2 AREA OF SIDEWALK
DEVELOPMENT PER THE RALEIGH DOWNTOWN STREETSCAPE MASTER
PLAN.

2. ALL CURBING ADJACENT TO SOUTH MCDOWELL STREET AND WEST DAVIE
STREET MUST BE GRANITE. ALL NEW PORTIONS OF GRANITE CURBING MUST
MATCH THE COLOR AND TEXTURE OF THOSE EXISTING PORTIONS OF
CURBING. ALL SECTIONS OF GRANITE CURBING TO BE RESET MUST BE
POWER WASHED AS TO CLEAN THE EXPOSED FACES OF THE CURBING.

3. ALL CONCRETE PAVING WITHIN THE 14' WIDE SIDEWALK SECTION SHALL BE
SCORED IN THE 2' x 2' "CAPITAL GRID" UNLESS SHOWN OTHERWISE WITHIN
THIS PLAN SET.

4. A 2' CONCRETE PAVER BAND SHALL EXTEND FROM THE BACK OF CURB
ALONG  WEST DAVIE STREET. PAVERS WITHIN THIS 2' PAVER BAND ARE TO
BE SET PERPENDICULAR TO THE BACK OF CURB.

5. TREE GRATES ARE TO BE PROVIDEd WITH EACH NEW TREE PLANTED WITHIN
THE SIDEWALK SECTION. GRATE DESIGN SHALL BE ADA COMPLIANT.

6. ALL CONCRETE PAVERS TO BE "HOLLAND STONE" 2 3/8"x4"x8" IN THE RED
"CAPITAL BLEND" COLOR. THESE CONCRETE PAVERS ARE AVAILABLE
THROUGH ADAMS PRODUCTS LOCALLY (NO SUBSTITUTIONS PERMITTED).

SIDEWALK AND STREETSCAPE  NOTES:

AMENITY SPACE: REQUIRED:
10% OF SITE AREA
SITE AREA = 31,799 SF
31,799 SF x 10% =3,180 SF
3,180 SF REQUIRED

PROVIDED:
14TH FL. TERRACE = 2,894 SF
2ND FL. BALCONY =401 SF
2,894 SF + 402 SF = 3,295 SF
3,295 SF / 31,799 = 10.4%
10.4% PROVIDED

LEGEND:

-  ASPHALT PVMT.

-  CONCRETE PVMT.

hallcd
Seal
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NOTE(s):  ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH ALL CITY OF 
RALEIGH AND NCDOT STANDARDS AND SPECIFICATIONS.

CITY OF RALEIGH STANDARD UTILITY NOTES:
1. ALL MATERIALS & CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH

CITY OF RALEIGH DESIGN STANDARDS, DETAILS & SPECIFICATIONS
(REFERENCE: CORPUD HANDBOOK, CURRENT EDITION).

2. UTILITY SEPARATION REQUIREMENTS:
a) A DISTANCE OF 100' SHALL BE MAINTAINED BETWEEN SANITARY SEWER &

ANY PRIVATE OR PUBLIC WATER SUPPLY SOURCE SUCH AS AN IMPOUNDED
RESERVOIR USED AS A SOURCE OF DRINKING WATER. IF ADEQUATE
LATERAL SEPARATION CANNOT BE ACHIEVED, FERROUS SANITARY SEWER
PIPE SHALL BE SPECIFIED & INSTALLED TO WATERLINE SPECIFICATIONS.
HOWEVER, THE MINIMUM SEPARATION SHALL NOT BE LESS THAN 25' FROM
A PRIVATE WELL OR 50' FROM A PUBLIC WELL.

b) WHEN INSTALLING WATER &/OR SEWER MAINS, THE HORIZONTAL
SEPARATION BETWEEN UTILITIES SHALL BE 10'. IF THIS SEPARATION
CANNOT BE MAINTAINED DUE TO EXISTING CONDITIONS, THE VARIATION
ALLOWED IS THE WATER MAIN IN A SEPARATE TRENCH WITH THE
ELEVATION OF THE WATER MAIN AT LEAST 18” ABOVE THE TOP OF THE
SEWER & MUST BE APPROVED BY THE PUBLIC UTILITIES DIRECTOR. ALL
DISTANCES ARE MEASURED FROM OUTSIDE DIAMETER TO OUTSIDE
DIAMETER.

c) WHERE IT IS IMPOSSIBLE TO OBTAIN PROPER SEPARATION, OR ANYTIME A
SANITARY SEWER PASSES OVER A WATERMAIN, DIP MATERIALS OR STEEL
ENCASEMENT EXTENDED 10' ON EACH SIDE OF CROSSING MUST BE
SPECIFIED & INSTALLED TO WATERLINE SPECIFICATIONS.

d)5.0' MINIMUM HORIZONTAL SEPARATION IS REQUIRED BETWEEN ALL
SANITARY SEWER & STORM SEWER FACILITIES, UNLESS DIP MATERIAL IS
SPECIFIED FOR SANITARY SEWER.

e)MAINTAIN 18” MIN. VERTICAL SEPARATION AT ALL WATERMAIN & RCP
STORM DRAIN CROSSINGS; MAINTAIN 24” MIN. VERTICAL SEPARATION AT
ALL SANITARY SEWER & RCP STORM DRAIN CROSSINGS. WHERE
ADEQUATE SEPARATIONS CANNOT BE ACHIEVED, SPECIFY DIP MATERIALS
& A CONCRETE CRADLE HAVING 6” MIN. CLEARANCE (PER CORPUD
DETAILS W-41 & S-49).

f) ALL OTHER UNDERGROUND UTILITIES SHALL CROSS WATER & SEWER
FACILITIES WITH 18” MIN. VERTICAL SEPARATION REQUIRED.

3. ANY NECESSARY FIELD REVISIONS ARE SUBJECT TO REVIEW & APPROVAL OF
AN AMENDED PLAN &/OR PROFILE BY THE CITY OF RALEIGH PUBLIC UTILITIES
DEPARTMENT PRIOR TO CONSTRUCTION.

4. CONTRACTOR SHALL MAINTAIN CONTINUOUS WATER & SEWER SERVICE TO
EXISTING RESIDENCES & BUSINESSES THROUGHOUT CONSTRUCTION OF
PROJECT. ANY NECESSARY SERVICE INTERRUPTIONS SHALL BE PRECEDED BY
A 24 HOUR ADVANCE NOTICE TO THE CITY OF RALEIGH PUBLIC UTILITIES
DEPARTMENT.

5. 3.0' MINIMUM COVER IS REQUIRED ON ALL WATER MAINS & SEWER
FORCEMAINS. 4.0' MINIMUM COVER IS REQUIRED ON ALL REUSE MAINS.

6. IT IS THE DEVELOPER'S RESPONSIBILITY TO ABANDON OR REMOVE EXISTING
WATER & SEWER SERVICES NOT BEING USED IN REDEVELOPMENT OF A SITE
UNLESS OTHERWISE DIRECTED BY THE CITY OF RALEIGH PUBLIC UTILITIES
DEPARTMENT. THIS INCLUDES ABANDONING  TAP AT MAIN & REMOVAL OF
SERVICE FROM ROW OR EASEMENT PER CORPUD HANDBOOK PROCEDURE.

7. INSTALL 1 1
2" COPPER WATER SERVICES WITH METERS LOCATED AT ROW OR

WITHIN A 2'X2' WATERLINE EASEMENT IMMEDIATELY ADJACENT. NOTE: IT IS
THE APPLICANT'S RESPONSIBILITY TO PROPERLY SIZE THE WATER SERVICE
FOR EACH CONNECTION TO PROVIDE ADEQUATE FLOW & PRESSURE .

8. INSTALL 4” PVC SEWER SERVICES @ 1.0% MINIMUM GRADE WITH CLEANOUTS
LOCATED AT ROW OR EASEMENT LINE & SPACED EVERY 75 LINEAR FEET
MAXIMUM.

9. PRESSURE REDUCING VALVES ARE REQUIRED ON ALL WATER SERVICES
EXCEEDING 80 PSI; BACKWATER VALVES ARE REQUIRED ON ALL SANITARY
SEWER SERVICES HAVING BUILDING DRAINS LOWER THAN 1.0' ABOVE THE
NEXT UPSTREAM MANHOLE.

10. ALL ENVIRONMENTAL PERMITS APPLICABLE TO THE PROJECT MUST BE
OBTAINED FROM NCDWQ, USACE &/OR FEMA FOR ANY RIPARIAN BUFFER,
WETLAND &/OR FLOODPLAIN IMPACTS (RESPECTIVELY) PRIOR TO
CONSTRUCTION.

11. NCDOT / RAILROAD ENCROACHMENT AGREEMENTS ARE REQUIRED FOR ANY
UTILITY WORK (INCLUDING MAIN EXTENSIONS & SERVICE TAPS) WITHIN STATE
OR RAILROAD ROW PRIOR TO CONSTRUCTION.

12. GREASE INTERCEPTOR / OIL WATER SEPARATOR SIZING CALCULATIONS &
INSTALLATION SPECIFICATIONS SHALL BE APPROVED BY THE CORPUD FOG
PROGRAM COORDINATOR PRIOR TO ISSUANCE OF A BUILDING PERMIT.
CONTACT TIM BEASLEY AT (919) 250-7825 OR
TIMOTHY.BEASLEY@RALEIGHNC.GOV FOR MORE INFORMATION.

13. CROSS-CONNECTION CONTROL PROTECTION DEVICES ARE REQUIRED BASED
ON DEGREE OF HEALTH HAZARD INVOLVED AS LISTED IN APPENDIX-B OF THE
RULES GOVERNING PUBLIC WATER SYSTEMS IN NORTH CAROLINA. THESE
GUIDELINES ARE THE MINIMUM REQUIREMENTS. THE DEVICES SHALL MEET
AMERICAN SOCIETY OF SANITARY ENGINEERING (ASSE) STANDARDS OR BE ON
THE UNIVERSITY OF SOUTHERN CALIFORNIA APPROVAL LIST. THE DEVICES
SHALL BE INSTALLED AND TESTED (BOTH INITIAL AND PERIODIC TESTING
THEREAFTER) IN ACCORDANCE WITH THE MANUFACTURER'S
RECOMMENDATIONS OR THE LOCAL CROSS-CONNECTION CONTROL
PROGRAM, WHICHEVER IS MORE STRINGENT. CONTACT JOANIE HELVEY AT
(919) 212-5923 OR JOANIE.HARTLEY@RALEIGHNC.GOV FOR MORE
INFORMATION.

PABST DESING GROUP UTILITY NOTES:

1. ALL UTILITY  WORK SHALL BE DONE IN ACCORDANCE WITH THE PLANS
PREPARED BY PABST DESIGN GROUP, PA, THE CURRENT REQUIREMENTS OF THE
CITY OF RALEIGH, THE APPLICABLE SECTIONS OF THE NCDOT STANDARD
SPECIFICATIONS FOR ROADWAY CONSTRUCTION, AND ALL OTHER PERTINENT
FEDERAL AND STATE LAWS.

2. THE CONTRACTOR SHALL COMPLY AT ALL TIMES WITH APPLICABLE FEDERAL,
STATE AND LOCAL LAWS, PROVISIONS, AND POLICIES GOVERNING SAFETY AND
HEALTH, INCLUDING THE FEDERAL CONSTRUCTION SAFETY ACT (PUBLIC LAW
91-54), FEDERAL REGISTER, CHAPTER XVII, PART 1926 OF TITLE 29
REGULATIONS, OCCUPATIONAL SAFETY AND HEALTH REGULATIONS FOR
CONSTRUCTION, AND SUBSEQUENT PUBLICATIONS UPDATING THESE
REGULATIONS.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR EXAMINING THE AREAS AND
CONDITIONS UNDER WHICH THE PROJECT IS TO BE CONSTRUCTED PRIOR TO
THE SUBMISSION OF A BID. SUBMISSION OF A BID SHALL BE CONSTRUED TO
MEAN THE CONTRACTOR HAS REVIEWED THE SITE AND IS FAMILIAR WITH
CONDITIONS AND CONSTRAINTS OF THE SITE.

4. BEFORE EXCAVATION, ALL UNDERGROUND UTILITIES SHALL BE LOCATED IN THE
FIELD BY THE PROPER AUTHORITIES. THE CONTRACTOR SHALL NOTIFY N.C.
"ONE CALL" AT 1-800-632-4949. THE LOCATION OF ALL UTILITIES AND
UNDERGROUND STRUCTURES ARE APPROXIMATE AND MAY NOT ALL BE SHOWN.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THE EXISTENCE
AND EXACT LOCATION OF ALL UTILITIES AND UNDERGROUND STRUCTURES.

5. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO BID AND PERFORM ALL
UTILITY WORK IN COMPLIANCE TO ALL APPLICABLE LOCAL AND STATE CODES
AND REGULATIONS.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL FEES ASSOCIATED WITH
THE INSTALLATION, INSPECTING, TESTING AND FINAL ACCEPTANCE OF ALL
PROPOSED UTILITIES CONSTRUCTION.

7. CONTRACTOR SHALL COORDINATE WITH THE APPROPRIATE UTILITY COMPANY
ON THE ADDITION, REMOVAL AND/OR RELOCATION OF UTILITIES AND UTILITY
POLES AND THE  EXTENSION OF ALL PROPOSED UTILITIES TO HILTON GARDEN
INN.

8. ALL UTILITIES SHALL BE INSTALLED IN ACCORDANCE WITH THE SPECIFICATIONS
OF THE RESPECTIVE UTILITY COMPANY. IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO ENSURE ALL UTILITIES ARE INSTALLED CORRECTLY TO MEET
PROJECT REQUIREMENTS WHETHER PERFORMED BY THE CONTRACTOR OR NOT.

9. AN AS-BUILT DRAWING OF NEW UTILITY SERVICES SHALL BE PREPARED BY THE
CONTRACTOR AND SUBMITTED TO THE OWNER UPON COMPLETION OF THE
PROJECT.

10.CONDUIT LOCATIONS TO SITE LIGHT POLES TO BE COORDINATED WITH
HILTON GARDEN INN.

11.ALL SANITARY SEWER SERVICES SHALL BE DUCTILE IRON UNLESS
OTHERWISE NOTED.

12.CONTRACTOR SHALL COORDINATE WITH HILTON GARDEN INN ON CONDUIT
ROUTE TO HOTEL FROM THE TRANSFORMER AND/OR SERVICE UTILITY POLE FOR
TELEPHONE AND ELECTRICAL SERVICE.

13.CONTRACTOR SHALL REFER TO OTHER PLANS WITHIN THIS CONSTRUCTION
SET FOR OTHER PERTINENT INFORMATION.

14.CONTRACTOR SHALL VERIFY ALL ILLUSTRATED UTILITY CROSSINGS PRIOR
TO CONSTRUCTION AND NOTIFY THE ENGINEER IF CONFLICTS ARE
ENCOUNTERED.
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LEGEND:

-  ASPHALT PVMT.

-  CONCRETE PVMT.

-  OPEN CUT
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NOTE(s):  ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH ALL CITY OF 
RALEIGH AND NCDOT STANDARDS AND SPECIFICATIONS.

PLANTING NOTES:
1. ALL LANDSCAPING SHALL BE INSTALLED ACCORDING TO SOUND NURSERY

PRACTICES AND SHALL MEET ALL STANDARDS AS STATED IN THE LATEST
EDITION OF 'AMERICAN STANDARD FOR NURSERY STOCK'.

2. PLANT LIST QUANTITIES ARE PROVIDED FOR CONVENIENCE ONLY.  IN THE
EVENT OF QUANTITY DISCREPANCIES, THE DRAWINGS SHALL TAKE
PRECEDENCE.

3. NO SUBSTITUTIONS SHALL BE MADE WITHOUT WRITTEN AUTHORIZATION
FROM THE OWNER OR LANDSCAPE DESIGNER.

4. CONTRACTOR SHALL HAVE UTILITY COMPANY LOCATE ALL UTILITIES PRIOR
TO DIGGING.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGES
INCURRED BY HIS/HER WORK.

5. METHODS OF TREE STAKING INDICATED ON THE DRAWINGS ARE
SUGGESTIONS ONLY.  THE LANDSCAPE CONTRACTOR SHALL USE WHATEVER
METHOD HE DEEMS FIT, HOWEVER HE WILL BE HELD LIABLE FOR  ANY
DAMAGES CAUSED TO TREES BY IMPROPER STAKING METHODS (OR ABSENCE
OF STAKING) AND IS RESPONSIBLE FOR UP-RIGHTING AND REPLANTING
TREES WHICH ARE BLOWN OVER.

6. ALL AREAS NOT SHOWN AS HARD SURFACES, PLANT BED, MULCHED OR
UNDISTURBED AREAS, SHALL BE SEEDED OR SODDED AS LAWN WITH "REBEL
IV", CONFEDERATE PLUS OR  LESCO TALL TURF TYPE FESCUE FOR IN ALL
AREAS IN RIGHT OF WAY UP TO THE ROAD.

7. ALL LANDSCAPE BEDS CONTAIN TRIPLE SHREDDED HARDWOOD MULCH AT A
THICKNESS OF 3".

8. ALL LANDSCAPE BEDS SHALL HAVE POSITIVE DRAINAGE AWAY FROM ALL
STRUCTURES.

9. ALL PLANT BEDS SHALL BE TREATED WITH PRE-EMERGENT WEED CONTROL
(I.E. TREFLON GRANULES).

10. ALL PLANTS SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE
AMERICAN ASSOCIATION OF NURSERYMEN AND SHALL BE VIGOROUS,
HEALTHY MATERIAL FREE OF PESTS AND DISEASE.

11. VERIFICATION OF TOTAL QUANTITIES AS SHOWN ON THE PLANT LIST SHALL
BE THE RESPONSIBILITY OF THE PLANTING CONTRACTOR, AND THE TOTAL
QUANTITIES SHALL BE REQUIRED ON THE PLANTING PLAN.

12. OWNERS SHALL MAINTAIN ALL PLANT BEDS AND PLANT MATERIAL IN GOOD
HEALTH, AND ANY DEAD, UNHEALTHY OR MISSING PLANTS SHALL BE
REPLACED WITH THE SAME PLANT MATERIAL ORIGINALLY SPECIFIED ON THIS
PLAN.

13. PLANT MATERIAL ON THIS SITE MUST BE INSTALLED IN CONFORMANCE WITH
THE GENERAL PLANTING NOTES AND DETAILS ON THIS PLAN OR TO THE
STANDARDS OF THE CITY OF RALEIGH.

14. LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED PERMITS AND
LICENSES TO PERFORM THE REQUIRED WORK.

15. PER THE CITY OF RALEIGH CODE OF ORDINANCES, ALL SHRUBS SHALL BE
INSTALLED AT 18" (UNLESS OTHERWISE NOTED WITHIN MASTER PLANT LIST)
AND MUST REACH A HEIGHT AND SPREAD OF 30" WITHIN 3 YEARS.

16. ALL PARKING SPACES ARE WITHIN 50' OF A SINGLE CANOPY TREE OR ARE
WITHIN 75' OF A GROUP OF 2 OR MORE CANOPY TREES.

17. PER THE CITY OF RALEIGH CODE OF ORDINANCES, THERE MUST BE 6"
CALIPER PER 50 LINEAR FEET OF PROTECTIVE STREETYARD.

LANDSCAPE CALCULATIONS:

STREET TREES:
1 TREE REQUIRED PER EVERY 40 LINEAR FEET

WEST DAVIE STREET - 182 LF
REQUIRED: 182 LF / 40 = 4.55 (5 TREES)
PROVIDED: 5 TREES

SOUTH MCDOWELL STREET - 128 LF
REQUIRED: 128 LF / 40 = 3.2 (3 TREES)
PROVIDED: 3 TREES

VEHICULAR SURFACE AREA:
NOT APPLICABLE, NO EXTERIOR PARKING SPACES PROPOSED.

TRANSITIONAL PROTECTIVE YARDS:
NOT APPLICABLE, DEVELOPING PROPERTY IS ADJACENT TO EXISTING
PROPERTIES WHICH ARE ZONED THE SAME (DOWNTOWN MIXED USE  DISTRICT).

NOTE(s): STREET PROTECTIVE YARD TREE SPECIES PER RALEIGH DOWNTOWN
STREET IMPROVEMENT MASTER PLAN AND CONVERSATIONS WITH ZACK MANOR
FROM CITY OF RALEIGH PARKS AND RECREATION (URBAN FORESTRY).
 SOUTH MCDOWELL STREET: ULMUS PARVIFOLIA - BOSQUE LACE BARK ELM
 WEST DAVIE STREET: ACER CAMPESTRE- QUEEN ELIZABETH HEDGE MAPLE
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EXISTING ASPHALT

EXISTING STONE BASE

GRANITE CURB

COMPACTED AGGREGATE BASE

CONCRETE SIDEWALK

CONCRETE FOOTING

4" PERFORATED PVC PIPE WRAPPED IN
FILTER FABRIC (PIPE SHALL BE PLACED ON
THE LOWER SIDE OF EACH TREE AND
CONNECTED TO STORM DRAINAGE SYSTEM

8" STORM COLLECTION PIPE

EXISTING COMPACTED
SOIL SUBGRADE

AMENDED PLANTING SOIL MIX

3" MIN. SHREDDED MULCH

STREET

SIDEWALK

TREE GRATE FRAME

4" CONCRETE LIP TO SUPPORT
TREE GRATE FRAME

ADA COMPLIANT TREE GRATE
(SEE DETAIL S4 ON SHEET D-1.0)

4" CONCRETE LIP TO SUPPORT
TREE GRATE FRAME

12" AKWA DRAIN (SEE DETAIL D1 ON SHEET
D-7.0) PLACED IN THE CENTER OF EACH
ROOT PATH. EACH ROOT PATH MUST BE A
MINIMUM WIDTH OF 12"A MINIMUM DEPTH OF
12" AND MUST EXTEND 20' IN LENGTH MIN.
THE AKWA DRAIN IS NOT INTENDED TO
CONNECT TO THE STORM DRAINAGE
SYSTEM. THIS DRAIN IS PROVIDED AS A
GUIDE FOR THE TREE ROOTS WHILE
PROVIDING ROOM FOR EXPANSION AND
OXYGEN EXCHANGE.

DO NOT PRUNE LEADER.
PRUNE OR CUT ONLY DEAD
OR UNHEALTHY BRANCHES

THE ROOT FLARE SHALL BE PLANTED AT
GRADE, NO HIGHER THAN 2" ABOVE GRADE,
AND NEVER BELOW GRADE. REMOVE EXCESS
SOIL TO EXPOSE THE ROOT FLARE AT GRADE.
TREE SHALL BE SET PLUMB

COMPLETELY REMOVE TOP HALF
OF BURLAP, LACING AND  WIRE

BASKET AND DISCARD FROM HOLE

ROOT BALL SHALL BE PLACED DIRECTLY
ON COMPACTED SUBGRADE. HANDEL
TREE BY THE ROOT BALL ONLY.
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