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EX W/L 6" DIP

CONTRACTOR TO CONFIRM

EX. TELE PED

 16.97'

EX C/L TO

EX ROW

 13.73'

EOP TO EOP
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EX 15" RCP

(TBR)

EX OVERHEAD UTILITY LINE

X

X

EX. COMM LINE

EX. WELL;  FILL W/

CONCRETE AND ABANDON

PER 15A NCAC 02C .0113

EX. F.H.

ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ALL CITY OF RALEIGH

AND NCDOT STANDARDS, SPECIFICATIONS, AND DETAILS
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 21.0'

BTB

IN-LINE CURB

RAMP (TYP)

1:12 LONG.

SLOPE FOR 6.0'

18" C&G

(TYP)

24" FLUME

PLUNGE POOL

W/ CLASS B RIPRAP

5.0' CONC

S/W

5.0' CONC

S/W

 22.0'

TWO WAY

DRIVE ISLE

3'X3' CONC PAD

FOR REFUSE

CONTAINER

(TYP)

4.0' CONC S/W

END 18" C&G

TRANSITION

TO EOP

30.0' (TYP)

10' BLDG

S/B

TYP BLDG DIMS

5' UTILITY

ESMT

NEW ROW

L
A

K
E
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A
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H
 
R

D

 6.0' FROM LOT

LINE TO BLDG.

THIS SIDE OF

BLDG WINDOWS

(OPTIONAL)

LOT AREA (0.025 AC)

LOT AREA (0.025 AC)

LOT AREA (0.023 AC)

LOT AREA (0.023 AC)

SITE DISTANCE

10'X230' LEFT TURN

SITE DISTANCE

10'X230' LEFT TURN

R 28.0'

H/C SIGN

(SEE DETAIL SHEET 6.0)

LIGHT DUTY PAVEMENT

HEAVY DUTY PAVEMENT

 35.0' (TYP)

(2) BICYCLE

RACK (TYP)

THIS SIDE OF

BLDG WINDOWS

(OPTIONAL)

 17.0'

(TYP)

R 28.0'

R 2.0'

6.0' FROM LOT

LINE TO BLDG.

 59.5'

 59.0'

 60.5'

18.0'

TYP.

8.5'

TYP.

 8.0'

 8.0'

R 3.5'

8.5'

TYP.

18.0'

TYP.

Sight Distance Triangles

NO SIGHT OBSTRUCTING OR PARTIALLY OBSTRUCTING WALL, FENCE, FOLIAGE, BERMING, PARKED VEHICLES OR SIGN BETWEEN THE HEIGHTS OF

TWENTY-FOUR (24) INCHES AND EIGHT (8) FEET ABOVE THE CURB LINE ELEVATION, OR THE NEAREST TRAVELED WAY IF NO CURBING EXISTS, SHALL

BE PLACED WITHIN A SIGHT TRIANGLE OF A PUBLIC STREET, PRIVATE STREET OR DRIVEWAY CONTAINED EITHER ON THE PROPERTY OR ON AN

ADJOINING PROPERTY.

FEE IN-LIEU ROAD WIDENING NOTES

PER CITY OF RALEIGH, THE DEVELOPER SHALL BE RESPONSIBLE FOR 1/2 OF 55' RIGHT OF WAY AND THE IMPROVEMENTS THAT WILL BE FEE IN-LIEU

WILL BE 1/2- 27' BACK OF CURB BACK (THIS   INCLUDES 6' SIDEWALK AND STREET TREES ON 40' CENTERS). ANY PAVEMENT TO BE FEE IN LIEU WILL BE

BASED ON THE EXISTING PAVEMENT FROM THE CENTERLINE TO EDGE AND IF NOT MEETING THE 11' REQUIREMENT ( 13.5' FROM THE CENTERLINE TO

BACK OF CURB MINUS 2.5 ' CURB AND GUTTER) WOULD BE THE DIFFERENCE OF 11' - EXISTING WIDTH.  ALSO CURB AND GUTTER WOULD BE REQUIRED

TO BE   FEE IN-LIEU AND ASSOCIATED STORMWATER AND CLEARING AND GRUBBING,ETC.

GENERAL NOTES

1. SEE SHEET C-3  FOR STORM DRAINAGE SCHEDULE.

2. ALL SANITARY SEWER MAINS SHALL BE PVC (SDR 35)

   UNLESS OTHERWISE SHOWN.

3. ALL MATERIALS AND INSTALLATION SHALL BE

   PERFORMED IN ACCORDANCE WITH CITY OF RALEIGH

   STANDARDS AND AND SPECIFICATIONS  AND NC DOT

   STANDARDS AND AND SPECIFICATIONS WHERE APPLICABLE.

4. NO SIGHT OBSTRUCTING OR PARTIALLY OBSTRUCTING WALL,

   FENCE, FOLIAGE, BERM, SIGN, PARKED VEHICLE, OR OTHER

   OBJECT BETWEEN 2 FEET AND 8 FEET IN HEIGHT ABOVE

   THE CURB LINE ELEVATION SHOULD BE PLACED WITHIN A

   SIGHT TRIANGLE.

5. UNITS WILL NOT HAVE A SPRINKLER SYSTEM

ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ALL CITY OF RALEIGH

AND NCDOT STANDARDS, SPECIFICATIONS, AND DETAILS

WASTE SERVICES PICK UP PROCEDURE

SOLID WASTE FOR EACH RESIDENCE WILL BE MANAGED THROUGH THE CITY OF RALEIGH WASTE MANAGEMENT PROGRAM.  REFUSE

CONTAINERS ARE TO BE STORED BEHIND THE TOWNHOME UNITS ON A 3.0' X 3.0' CONCRETE PAD.  REFUSE CONTAINERS WILL BE ROLLED TO

LAKE RALEIGH ROAD FOR PICK UP BY WASTE SERVICES AND RETURNED TO ORIGINAL LOCATION AFTER PICK UP.
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EX W/L 6" DIP

CONTRACTOR TO CONFIRM

EX. TELE PED
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STREET YARD PLANTING

1 TREE/40LF

118 LF = 3 TREES REQUIRED/PROVIDED

VEHICULAR SURFACE AREA = 4,904 SF

1 TREE / 2000 SF 3 REQ'D /4 PROV'D

1 SHRUB / 500 SF  10 REQ'D / 15 PROV'D

NO TRANSITIONAL PROTECTION YARD REQ'D

(5)SGJ

(5)GOJ

(4)SGM

(5)SGJ

(3)WOK

TREES QTY BOTANICAL NAME COMMON NAME MINIMUM INSTALLED SIZE REMARKS

SGM 4 NYSSA SYLVATICA SOUR GUM 2.5" CAL. STREET YARD

WOK 3 QUERCUS PHELLOS WILLOW OAK 2.5" CAL. STREET YARD

SHRUBS QTY BOTANICAL NAME COMMON NAME MIN. INSTALLED SIZE REMARKS

GOJ 5 JUNIPERUS CHINENSIS `SAYBROOK GOLD` GOLDEN JUNIPER 24" HT/SPRD VSA

SGJ 10 JUNIPERUS CHINENSIS `SEA GREEN` SEA GREEN JUNIPER 24" HT/SPRD VSA

PLANT SCHEDULE

EX OVERHEAD UTILITY LINE

EX. COMM LINE

EX. F.H.

ALL CONSTRUCTION TO BE IN ACCORDANCE WITH ALL CITY OF RALEIGH

AND NCDOT STANDARDS, SPECIFICATIONS, AND DETAILS

3

DECIDUOUS TREE - STAKING SPECIFIED

NOT TO SCALE

PLAN VIEW

NOTE: ONLY STAKE TREES WITH

LARGE CROWNS,  2" CALIPER OR

GREATER, IF LOCATED ON WINDY

SITES, OR WHERE TAMPERING

MAY OCCUR.

PRUNE CODOMINATE LEADERS

REMOVE BROKEN, BADLY

DEFORMED, RUBBING, NARROW

CROTCH ANGLES, WATER

SPROUTS, OR CROSS-BRANCHES.

REMOVE TAGS, LABELS, AND

PLASTIC SLEEVING. DO NOT STAKE

 UNLESS SPECIFIED (SEE

NOTE) DO NOT WRAP TRUNK

PRUNE SUCKERS

IF FIELD GROWN, CUT AWAY ALL

BALLING ROPES.  REMOVE

BURLAP OR WIRE BASKET FROM

TOP 

1

3

 OF BALL. IF CONTAINER

GROWN, REMOVE CONTAINER

AND CUT CIRCLING ROOTS

1:1 SLOPE OF SIDES OF

PLANTING HOLE

SCARIFY SIDES BEFORE PLANTING

PLACE ROOTBALL ON

UNEXCAVATED OR TAMPED SOIL

TAMP SOIL AROUND ROOTBALL

BASE FIRMLY WITH FOOT

PRESSURE SO THAT ROOTBALL

DOES NOT SHIFT

4" x 18" PERFORATED CORRUGATED

PLASTIC PIPE; CAP FLUSH WITH MULCH

1" COMPOST LAYER

6" SAUCER

BACKFILL PLANTING PIT WITH NATIVE

SOIL. INCORPORATE SLOW-RELEASE

GRANULAR FERTILIZER

SET ROOTBALL FLUSH TO GRADE OR 1-2"

HIGHER IN SLOWLY DRAINING SOILS. DO

NOT COVER THE TOP OF THE ROOTBALL

WITH SOIL. ROOTFLARE SHALL BE VISIBLE

ABOVE FINISHED GRADE

2-3" MULCH LAYER TO EDGE OF DRIPLINE.

KEEP 4-6" AWAY FROM TRUNKFLARE

8' 2"x2" HARDWOOD STAKE,

2'-6" MIN BELOW SURFACE.

STAKE SHALL BE DRIVEN A MIN

18" OUT FROM TRUNK AND

OUTSIDE OF ROOTBALL

GALVANIZED WIRE GUY

12 GAUGE. ALLOW FOR A

SLIGHT AMOUNT OF MOVEMENT

3-2"x2" HARDWOOD STAKES

12 GAUGE GALVANIZED WIRE

ROOT BALL

3 X ROOTBALL

DIAMETER

2

EVERGREEN TREE - STAKING SPECIFIED

NOT TO SCALE

NOTE: STAKE EVERGREENS 6' OR

TALLER, ON SLOPES, WITH LARGE

CROWNS, OR IF LOCATED ON

WINDY SITES.

REMOVE TAGS, LABELS, AND

PLASTIC SLEEVING.  DO NOT

STAKE UNLESS NECESSARY (SEE

NOTE).  DO NOT WRAP TRUNK

SET ROOTBALL FLUSH TO GRADE

OR 1-2" HIGHER IN SLOWLY

DRAINING SOILS.  DO NOT COVER

THE TOP OF THE ROOTBALL WITH

SOIL. ROOTFLARE SHALL BE

VISIBLE ABOVE FINISHED GRADE.

PRUNE SUCKERS

1:1 SLOPE ON SIDES OF PLANTING

HOLE

SCARIFY SIDES BEFORE PLANTING

PLACE ROOTBALL ON

UNEXCAVATED OR TAMPED SOIL

PRUNE CODOMINATE LEADERS

RUBBER HOSE

GALVANIZED WIRE GUY

12 GAUGE. ALLOW FOR A

SLIGHT AMOUNT OF MOVEMENT

2"X2" HARDWOOD STAKE

2'-6" MIN BELOW SURFACE.

STAKE SHALL BE DRIVEN A MIN 18" OUT

FROM TRUNK AND OUTSIDE OF ROOTBALL

IF FIELD GROWN CUT AWAY ALL

BALLING ROPES.  REMOVE BURLAP OR

WIRE BASKET FROM TOP 

1

3

 OF BALL. IF

CONTAINER GROWN, REMOVE

CONTAINER AND CUT CIRCLING ROOTS

1" COMPOST LAYER

BACKFILL PLANTING PIT WITH NATIVE

SOIL. INCORPORATE SLOW-RELEASE

GRANULAR FERTILIZER

4" X 18" PERFORATED CORRUGATED

PLASTIC PIPE; CAP FLUSH

WITH MULCH

2-3" MULCH LAYER, MULCH TO EDGE

OF DRIPLINE. KEEP 4-6" AWAY FROM

TRUNK FLARE

6" SAUCER

3 X ROOTBALL

DIAMETER

TAMP SOIL AROUND ROOTBALL

BASE FIRMLY WITH FOOT

PRESSURE SO THAT ROOTBALL

DOES NOT SHIFT

B&B CONTAINER

REMOVE ALL STRING, WIRE, AND

BURLAP FROM TOP 

1

3

 OF BALL

REMOVE ALL DEAD, BROKEN,

DISEASED, AND WEAK

BRANCHES AT TIME OF

PLANTING

INSTALL SHRUBS SO THAT THE

TOP OF THE ROOTBALL IS AT

THE SAME GRADE AS

ORIGINALLY GROWN OR 1-2"

ABOVE IN POOR DRAINING

SOILS. DO NOT COVER THE TOP

OF THE ROOTBALL WITH SOIL

2-3" MULCH LAYER, KEEP AWAY

FROM TRUNK

1" COMPOST LAYER

PROVIDE MULCH UP AND OVER

SAUCER

6" SAUCER

REMOVE CONTAINER. SCARIFY

PERIMETER ROOTS

BACKFILL PLANTING PIT WITH

NATIVE SOIL. INCORPORATE

SLOW-RELEASE GRANULAR

FERTILIZER

SCARIFY BOTTOM AND SIDES

OF PIT

1

SHRUB DETAIL

NOT TO SCALE
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